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This Sensor Hub provides
the interface for the
Agilent E1737A Material
Temperature Sensor and
Agilent E1738A Air
Temperature/Pressure/
Humidity Sensor used with
the Agilent 5530 Laser
Calibration System. These
sensors monitor parameters
in the environment of the
device being calibrated to

Specifications

Range Resolution
enable the laser Sys.tem Material temperature 0-55°C 0.004 °C
to calculate appropriate (32131 °F) (0.007 °F)
correction factors. The Air temperature 0_10°C 0.004 °C
E1736A can accommodate (32104 °F) (0.007 °F)
multiple sensors of both Air pressure 70—110 kPa 5Pa
types. The sensor hub (10.2—16.0 psia) (0.001 psi)
interfaces with the system Air humidity 10-90% 1%

PC via a standard high-speed Refresh rate per4s
USB interface. Dimensions 102 x 63 x 24 mm (4.02 x 2.48 x 0.95 in)
Weight 200 g (0.44 Ib)
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Related Literature

Publication title Publication number
Agilent 5530 Laser Calibration System Brochure 5989-9354EN
Agilent 5530 Laser Calibration System Data Sheet 5989-9712EN

Product specifications and descriptions in this document subject to change
without notice.
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For more information on Agilent
Technologies’ products, applications or
services, please contact your local Agilent
office. The complete list is available at:

www.agilent.com/find/contactus

Americas

Canada (877) 894 4414
Brazil (11) 4197 3500
Mexico 01800 5064 800
United States (800) 829 4444
Asia Pacific

Australia 1800 629 485
China 8008100189
Hong Kong 800 938 693
India 1800112929
Japan 0120 (421) 345
Korea 080 769 0800
Malaysia 1800 888 848
Singapore 1800 375 8100
Taiwan 0800 047 866

Other AP Countries (65) 375 8100

Europe & Middle East

Belgium 32 (0) 2404 93 40
Denmark 4570131515
Finland 358 (0) 10 855 2100
France 0825010 700"
*0.125 €/minute
Germany 49 (0) 7031 464 6333
Ireland 1890 924 204
Israel 972-3-9288-504/544
Italy 39 02 92 60 8484
Netherlands 31 (0) 20 547 2111
Spain 34 (91) 631 3300
Sweden 0200-88 22 55

United Kingdom 44 (0) 131 452 0200
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